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Flinders 136mm

Flinders

Curtain Wall

Unitised Curtain Wall

The Flinders Curtain Wall stands as a testament to innovative design,

boasting a sleek 136mm unitised system. Renowned for its flexibility,

lightness, and robustness, it sets a new standard in architectural

excellence. It draws inspiration from the vast expanse of the Flinders River,

Queensland's largest waterway, embodying the spirit of ingenuity and

resilience synonymous with the Australian landscape.

Key Features

e Tested to AS4284
e Thermally broken option

e 3-dimensional adjustable
installation brackets

e Optional horizontal and
vertical sunshade brackets

* |deal for small to mid-size
curtain wall applications

e Structurally glazed system

Technical Specifications
Frame Dimensions
Option 1 136mm * 102mm

Glazing Details

Single Glazed 6mm-12mm

Double Glazed 28mm —38mm

Maximum Product Performance

LS (Pa) 1600
ULS (Pa) 3500
WATER (Pa) 960

Maximum Recommended Sizes
Height 3600mm
Max weight 450kg
Width 1500mm
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Hunter Evo

Curtain Wall

Hunter Evo 150mm
Curtain Wall

The Hunter Evo 150mm Curtain Wall is a captive glazed Unitized Curtain
Wall system. Available in a frame depth of 150mm * 80mm, it is ideal for
low-rise to mid-rise curtain wall applications.

Key Features Technical Specifications

Frame Dimensions

e Tested to AS4284 Option 1 150 x 80mm

* Integrated Solar Shading

Glazing Details

can be directly fixed with Single Glazed min 6mm
the mullions Double Glazed Up to 30mm
e Captive glazing Maximum Product Performance
configuration SLS (Pa) 2000
ULS (Pa) 4500
WATER (Pa) 1200

Maximum Recommended Sizes

Height 5100mm
Width 2400mm







Solaire Louvre

Solar Control Solution

Solaire™ Fixed Louvre

The Solaire™ range of self mating louvre fins has been developed to
provide both Architects and Fabricators a flexible, yet simple solution
to external solar control requirements that seamlessly integrate with
Australia’s unique architectural landscape. By utilising a range of self
mating clip together blades and accessories, the Solaire™ product
can be used as:

e Horizontal fins Key Features
e \Vertical blades Environmentally Friendly
e Window hoods * 100% Recyclable Aluminium

e Solaire™ Blades reduce direct
sunlight and heat transfer

Elegant Smart Design

e Flexible fitting options to exceed
market
requirements

e Available in a wide range of
powder coated or anodised
finishes

* Innovative locking bar improves
rigidity and “clip” strength

Built to Last

e Aluminium will not rust, rot, crack
or perish under Australia’s harsh
conditions







ALUMINIUM
FACADE
SYSTEMS

ProClad SOLID

ProClad™ SOLID high-quality aluminium panels are the ideal solution for any
facade. The non-combustible panels come in a vast array of colours to suit
a range of applications from high-rise commercial buildings to residential

development.

ProClad™ SOLID is the perfect solution for any new build as well as

recladding of existing projects.

Key Features
e Non-combustible in accordance with AS1530.1 and AS1530.3 standards

e The high-quality PVDF UV-resistant paint finish makes ProClad™ SOLID panels
the ideal solution for harsh Australian conditions

e The wide range of finishes and sizes means that ProClad™ products can be used
to achieve even the most complex architectural designs

e Standard sizes and colours are stocked in Australia for added convenience

e |deal solution for any new constructions as well as recladding of existing projects

11
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ALUMINIUM
FACADE
SYSTEMS

ProClad LINEAR

ProClad™ LINEAR is an intelligent aluminium interlocking facade system
proudly Australian Made from the raw material to the finished product. The
range consists of three different profiles in various sizes and finishes which can
be customised to meet suit any project.

ProClad™ LINEAR provides a modern and aesthetically pleasing element to
any facade opposed to other commercial cladding products in todays market.
The range is designed and engineered in house by Aluminium FacadeSystems
to meet the demands of every sector in the facade industry.

Key Features

Industry leading 25 year product warranty

Profiles all have their own unique look with modern shadow profiles, traditional
weatherboard profiles or industrial-style

Can be ordered to custom lengths which eliminates additional fabrication. Panels are
simply interlocked and tightened, then fixed

ProClad™ aluminium is 100% recyclable putting our environment first from production to
installation

Pre-Finished product with the option of powder coating, anodising, including state of
the art production techniques for wood-grain finishes. ProClad™ LINEAR finishes are
guaranteed to perform and outlast to highest standards

ProClad™ LINEAR profiles have been intelligently designed to provide excellent
workability with matching ancillaries to cover every detail of the facade ensuring a fast
and efficient installation

ProClad™ LINEAR products are made of 100% solid aluminium which is non-combustible
meeting AS1530.1 and AS1530.3. Architects, engineers, and designers can be certain
ProClad™ LINEAR will not burn or contribute to the spread of flame

13
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McArthur Evo

Centre Pocket Framing

McArthur Evo 101.6/150mm
Centre Pocket Framing

The McArthur Evo Centre Pocket Glazing System is the most popular
and flexible of the Alspec® Commercial range. Ideal for shopfront use,
it is widely favoured by architects and designers for a multitude of
applications.

Key Features Technical Specifications
® Sharp unbroken lines Frame Dimensions
Option 1 101.6 x 44.5mm
o Centre g|azed Option 2 150 x 44.5mm
e Robust frame Acoustic Performance: Rw (c;ctr)
. 6.38mm Laminate 32(-1,-2)dB
* Excellent weathering 12.5mm Vlam Hush 38(-1-4)dB
performance
Glazing Details
° Eas”y adapts to Alspec’s Glass Position Centre
awnings and hinged doors Single Glazed 6-14.5mm

Maximum Product Performance
101.6mm  150mm

SLS (Pa) 3000 3000
ULS (Pa) 7200 7400
WATER (Pa) 1000 900

Maximum Recommended Sizes
101.6mm__ 150mm

Height 4200mm_ 5100mm

Width 2200mm 2400mm

McArthur Evo 101.6mm McArthur Evo 150mm







ecoFRAMEplus

Centre Pocket Double Glazed Framing

ecoFRAMEplus 76/101.6/150mm
Centre Pocket Double Glazed Framing

The ecoFRAMEplus® is the ideal system principally when energy
efficiency is paramount. Its versatility allows countless specifications to
be achieved, from standard shopfront applications, through to the most
challenging structural and energy requirements.

Key Features
e Sharp unbroken lines
* Robust frame

e Secure glazing using fully captive
backing gaskets to outside
of window frame

e Excellent weathering performance

e FEasily adapts to Alspec’s awnings
and hinged doors

e Sub sills are recommended for
optimum weathering with all
ecoFRAMEplus® systems

ecoFRAMEplus 76mm

ecoFRAMEplus 101.6mm ecoFRAMEplus 150mm

Technical Specifications

Frame Dimensions

Option 1 76mm x 45mm
Option 2 101.6mm x 45mm
Option 3 150mm x 45mm

Glazing Details

Glass Position Centre
Single Glazed 4-14mm
Double Glazed 16 - 28mm

Acoustic Performance: Rw (c;ctr)
101.6mm 150mm
6.38mm Laminate 32(-1,-2)dB  32(-1,-2)dB

6.8mm/12mmArg/ 38(-1-4)dB 36(-1-5)dB
6.38mm IGU

Thermal Performance

101.6mm 150mm
Uw range DG 25-35 3.1-37
SHGC range DG 0.18-064 0.15-0.64

Maximum Product Performance

76mm __101.6mm_150mm
SLS (Pa) 670 2000 2500
ULS (Pa) 2130 5500 4000
WATER (Pa) 1000 1000 1200

Maximum Recommended Sizes

76mm 101.6mm__ 150mm
Height 3000mm_ 4200mm  4800mm
Width 1200mm 2400mm  2400mm
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Hunter Evo

Flush Glazed Framing

Hunter Evo 101.6/150mm
Single Flush Glazed Framing

The system can be internally or externally glazed along with incorporating

the flexibility and appeal of gently curved or faceted frame installation.

Key Features

e |deal for shopfronts

e Sharp unbroken lines

e Flush glazed appearance
* Robust frame

* Easily adapts to Alspec’s
awnings and hinged doors

Technical Specifications

Frame Dimensions

Option 1 101.6 x 50mm
Option 2 150 x 50mm

Glazing Details

Glass Position Front

Single Glazed 4-14mm

Acoustic Performance: Rw (c;ctr)
101.6mm Frame

4mm Toughened 9(-1-3)d
6mm Toughened 2(-1-2)d
6.38mm Laminate 3(-1.-3)d
6.5mm Acousta 4(-1,-3)dB

Hunter Evo 101.6mm Single

Hunter Evo 150mm Single

Acoustic Performance: Rw (c;ctr)
101.6mm Frame

10.38mm Laminate (-1.-3)dB
10.5mm Acousta 36(-1,-3)dB
12.38mm Laminate 6(-1-3)dB
12.5mm Acousta (-1.-3)dB

150mm Frame

6mm/12mm/6.38mm IGU 33 (-2,-5) dB
6.5mm/12mm/6mm IGU 37 (—2,—6) dB
8.38mm/12mm/6mm IGU 34 (-1,-4) dB

Thermal Performance

101.6mm 150mm
Uw range SG 42-6.5 45-6.5
SHGC range SG 0.24-0.73 0.24-0.74

Maximum Product Performance
101.6mm 150mm

SLS (Pa) 3500 6000
ULS (Pa) 8900 9000
WATER (Pa) 1200 1000

Cyclonic Performance

101.6mm 150mm
Glass Type 12.4mm Genll
Speed (m/sec) 38 38
Glass Type 14.08mm 12.84mm
Ultra Forza Ultra Forza
Speed (m/sec) 38 39

Maximum Recommended Sizes
101.6mm 150mm

Height 4200mm 4500mm

Width 2400mm 2400mm

19
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Hunter Evo

Flush Glazed Framing

Hunter Evo 101.6/150mm
Double Flush Glazed Framing

The Hunter Evo Double Flush Glazed Framing is the most versatile and

flexible of the Alspec® Commercial Framing Systems. Available in a frame

depth of 101.6mm x 50mm and 150mm x 50mm, it is ideal for shopfronts.

Key Features

e Sharp unbroken lines

e Flush glazed appearance

* Robust frame

e Up to 40mm double glazed

e Easily adapts to Alspec’s
awnings and hinged doors

e Self draining sub sills

Hunter Evo 150mm Double

Hunter Evo 101.6mm Double

Technical Specifications

Frame Dimensions
Option 1
Option 2

101.6 x 50mm
150 x 50mm

Glazing Details

101.6mm 150mm
Glass Position  Front Front
Double Glazed ~ 15-30mm__ 15 -40mm

Acoustic Performance: Rw (c;ctr)
101.6mm Frame
6.38mm/12mm/
6.38mm IGU

36(-1,-5)dB

150mm Frame

6mm/12mm/6.38mm IGU 33 (-2,-5) dB
6.5mm/12mm/6mm IGU 37(-2.-6)dB
8.38mm/12mm/6mm IGU 34 (-1,-4) dB

Thermal Performance
101.6mm 150mm
24-36 29-39

0.17-064 0.16-0.64

Uw range DG
SHGC range DG

Maximum Product Performance
107.6mm  150mm

SLS (Pa) 3500 6000
ULS (Pa) 8900 9000
WATER (Pa) 1200 1000

Maximum Recommended Sizes
101.6mm 150mm

Height 4200mm 4500mm

Width 2400mm 2400mm
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Hunter Evo ll
Flush Glazed Acoustic Framing

Hunter Evo 101.6/150mm
Acoustic Framing

The Hunter Evo Acoustic Framing is the ideal system when sound reduction is
paramount. Featuring dual 19mm glazing pockets with a 50mm airspace, the
Hunter Evo Acoustic Frame is ideal for commercial shopfronts, showrooms and
high end residential projects.

Key Features Technical Specifications
e Superior acoustic performance Frame Dimensions

Option 1 106.1 x 50mm
® Sharp unbroken lines Option 2 150 x 50mm

Glazing Details

101.6mm 150mm
* Robust frame Glass Position  Front Front /Back
Double Glazed  15-40mm__ 6-14mm (x2)

e Flush glazed appearance

e Good weatherin
9 Acoustic Performance:

e Glass type include 6mm up to Glass Type Rw
14mm Pocket 1 Pocket 2
638 - 638 Rw43
e FEasily adapts to Alspec’s 638 — 1238 s
awnings and hinged doors 638 - 125Viam a7
125 - 125Viam Rw49

Maximum Product Performance
101.6mm 150mm

SLS (Pa) 1700 3000
ULS (Pa) 5800 4000
WATER (Pa) 1000 1200

Maximum Recommended Sizes
106.1mm Frame

External 3600mm (H) x
2200mm (W)

Internal Partition 3600mm (H) x
1500mm (W)

150mm Frame
Height 4500mm
Width 2400mm

Hunter Evo 101.6mm Acoustic Hunter Evo 150mm Acoustic







ecoWALL 225

ecoWALL 225

Flush Glazed Framing

The ecoWALL 225 Flush Glazed Framing has reinforced subheads, mullion
anti buckling technology, and self draining sub-sills to solve water leakage

the ecoWALL® 225 is the complete structural system ideal for your next

commercial foyer, auto showroom or high end residential project.

Key Features

* Sharp unbroken lines

* Front glazed appearance
* Robust frame

* Good weathering
performance

* 4-12.4mm single glazed and
up to 38mm double glazed

* Easily adapts to Alspec’s
hinged doors

* Accepts Solaire sunshade
system into purpose built

mullions

Technical Specifications

Frame Dimensions
Option 1 225 x 60mm

Glazing Details

Glass Position Front
Single Glazed 4-14mm
Double Glazed 20 -38mm

Acoustic Performance: Rw (c;ctr)

6.38mm/10mm/8.38mm IGU 37 (-1,-4) dB

Thermal Performance

Uw range SG 50-6.9
SHGC range SG 0.24-0.73
Uw range DG 35-43
SHGC range DG 0.16-0.63

Maximum Product Performance

SLS (Pa) 5000
ULS (Pa) 7000
WATER (Pa) 1500

Maximum Recommended Sizes
Height 6300mm
Width 2700mm
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Sub Heads

& Sub Sills

Sub Heads and Sub Sills

Alspec”® offers a wide range of Sub Heads and Sub Sills to suit various
framing sizes including 50mm, 65mm, 76mm, 100mm, 150mm, 200mm,

225mm and 250mm.

To compliment these we have a range of high performance Sub Sills for
superior weathering. Our seal selection chart nominates suitable seals to

be used in conjunction with each Sub Head and Sub Sill available.

Sub heads allows for easy installation and the slab deflections in medium

to higher rise or commercial applications.

Sub sills allow for excellent drainage and when fully sealed with purpose
made end caps or aluminium angle end stops, the chance of leaking is
made redundant. They also act as a base for the framing and can make

installation easier where the structure may be uneven or out of tolerance.

27






Hawkesbury

Commercial Multi-Fold Door

Hawkesbury" Commercial

Multi-Fold Door

Designed with large floor to ceiling applications in mind, the Hawkesbury®

Multi-Fold Door Range combine full sized commercial perimeter framing

with specially designed commercial door stiles.

Key Features
* Smooth top-rolling operation

e The stabilising centre hinge
controls door stile deflection and
bowing on tall doors

e Concealed carriers under door
panels minimising open tracks
for debris to collect

Technical Specifications

Frame Dimensions

Option 1 101.6 x44.5mm

Maximum Product Performance

SLS (Pa) 1500
ULS (Pa) 3200
WATER (Pa) 500

Glazing Details

6-13.5mm
18 - 28mm

Single Glazed
Double Glazed

Acoustic Performance: Rw (c;c")
6.38mm Laminate 29(0,-1)dB
10.5mm/8/6.5mm IGU 34 (0,-1) dB

Thermal Performance

Uw range SG 4.4-6.2
SHGC range SG 0.26-0.59
Uw range DG 3.2-40
SHGC range DG 0.15-0.51

Maximum Recommended Sizes

Height 3000mm
Width 1000mm E2A

1200mm E3A
Weight 60kg E2A/
115kg E3A

29
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Hawkesbury

Top Hung Commercial Sliding Door

Hawkesbury Top Hung
Commercial Sliding Door

Design flexibility with multi-stack configurations available. Large

expansive openings whilst also offering a weather resistant and

wheelchair compliant sill.

Key Features

e Top-rolling hardware for smooth
operation

e AS1428.1 wheelchair compliant
sill

e 90 degree post free corner option

e Heavy duty rollers up to 300kg
per panel

¢ Individual build-out tracking
system capable of 1,2, 3,4,5, 6,
etc. panel stacking doors

e Tile insertsill available

Technical Specifications

Frame Dimensions
2 Track
3 Track

124 x 45mm
186 x 45mm

Maximum Product Performance

SLS (Pa) 1400
ULS (Pa) 2700
WATER (Pa) 200

Glazing Details

6-13.5mm
18 - 28mm

Single Glazed
Double Glazed

Acoustic Performance: Rw (c;c")
29 (0,-1)dB
32 (-1,-2)dB

6.38mm Laminate
6.38mm/12/6.5mm

Thermal Performance

Uw range SG 45-6.2
SHGC range SG 0.26-0.59
Uw range DG 32-40
SHGC range DG 0.25-0.52

Maximum Recommended Sizes

Height 3000mm
Sash Width 2500mm
Weight 300kg per panel
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ProGlidell
UltraFlat

High Performance Wheelchair
Accessible Sliding Door

ProGlide UltraFlat Sliding Door

Ability to achieve large expansive openings while offering a weather-
resistant wheelchair-compliant sill to AS1428.1 without compromising

performance or aesthetics.

Key Features

e AS1428.1 wheelchair compliant
sill ideal for aged care living
applications

e large sliding panels, ideal for
housing, apartment and

commercial applications

e Inside or outside sliding panels,
allowing multiple panel designs

e Allows up to 4 panels stacking in
each direction

e 90 degree post free corner
option

e Heavy duty rollers up to 200kg

per panel

Technical Specifications

Frame Dimensions

101 x 50mm
151.5 x 50mm

Option 1
Option 2

Maximum Product Performance

SLS (Pa) 2200
ULS (Pa) 4600
WATER (Pa) 630

Glazing Details
Single Glazed
Double Glazed

5-13.52mm
18 -28mm

Acoustic Performance: Rw (c;c")
32(0,-2)dB
38(-2,-4)dB

6.38mm Laminate
10.38/12/6.38 IGU

Thermal Performance

Uw range SG 4.3-6.1
SHGC range SG 0.38-0.66
Uw range DG 28-39
SHGC range DG 0.16-0.55

Maximum Recommended Sizes

Height 3150mm

Sash Width 2250mm

Weight 200kg
per panel
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Altitude P

UltraFlat

Wheelchair Accessible
Sliding Door

Altitude UltraFlat Sliding Door

The Altitude® UltraFlat Sliding Door has been specifically designed for

projects where a AS1428.1 compliant flush sill is required. This UltraFlat sill

option is perfect for aged care facilities, hospitals, learning environments

and residential projects.

Key Features

e Concealed drainage slots for
high weather performance

e Internal sliding panel
configurations

e Fully interfaces with 76mm,
101.6mm and 150mm
systems, allows for total
design flexibility

e AS1428.1 wheelchair
compliant sill ideal for aged
care living applications

Technical Specifications

Frame Dimensions

Option 1 76 x 46mm
Option 2 101.6 x46mm
Option 3 150 x 46mm
Option 4 168 x 46mm

Maximum Product Performance

SLS (Pa) 2200
ULS (Pa) 3200
WATER (Pa) 250

Glazing Details
Single Glazed 4-12.4mm
Double Glazed 18mm

Acoustic Performance: Rw (c;c")

6.38mm Laminate 32(-2-2)dB
10.5mm Hush Laminate 36 (-0,-2) dB
6.38mm/6/6.38mm IGU 34 (-1,-3) dB

Thermal Performance

Uw range SG 4.2-6.0
SHGC range SG 0.30-0.69
Uw range DG 25-38
SHGC range DG 0.16-0.58

Maximum Recommended Sizes

Height 2700mm
Width 1500mm
Weight 160kg
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Swan EvoII l

Architectural Hinged Door

Swan Evo™ 45mm/70mm
Commercial Shopfront Door

The Swan Evo™ 45mm/70mm Commercial Door can be used in hinged,

pivoted or sliding configurations and integrates seamlessly with the

Alspec® commercial framing systems.

Key Features

e Easily adapts to Alspec’s
McArthur Evo and Hunter Evo
framing systems

e Range of thresholds including a
disabled ramp

e Optional wide stiles for bold
aesthetics or deep setback
hardware

® 45mm available in hinged,
pivoted or sliding door

* 70mm available in hinged only

* Range of midrails

Technical Specifications

Frame Dimensions

Option 1 45 x 75mm
Option 2 45 x 80mm
Option 3 45 x120mm
Option 4 45 x125mm
Option 5 70 x 100mm

Thermal Performance

Uw range SG 42-6.0
SHGC range SG 0.30-0.69
Uw range DG 3.3-38
SHGC range DG 0.16-0.58

Glazing Details
Single Glazed 6-13.5mm
Double Glazed 18 - 28mm

Acoustic Performance: Rw (c;c%)
6.38mm Laminate -

McArthur Evo 101.6mm 32(-1,-1)dB
10.5mm Viam Hush -

McArthur Evo 101.6mm 35(0,-2)dB
6.38mm Clear Laminate

/12mm/ 6.5mm Viam Hush -
ecoFRAMEplus 101.6mm 37 (-1,-4) dB
6.38mm Clear Laminate

/12mm/6.38mm Clear

Laminate - ecoFRAMEplus

101.6mm 38(-1,-4)dB

Maximum Recommended Sizes

Height 3200mm
Width 2400mm*
Weight 100kg*
NOTE

*Varies depending on hinged, pivot or sliding door
used. Check Technical Manual for further details.
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Altitude

Sliding Window

Altitude” Sliding Window

Altitude Sliding Window blends sleek design with smooth performance.

Key Features

e Concealed drainage slots,
high weather performance

e Fully integrated security
screen or flyscreen options
available

e Flush handle and lock with
stile

e Stacking configurations
allow for wider openings,
with single or double glazing
options available

e Compatible with security
screens, flyscreens, and low

lights

Technical Specifications

Frame Dimensions

Option 1 76 x 46mm
Option 2 101.6 x46mm
Option 3 150 x 46mm

Maximum Product Performance

SLS (Pa) 2800
ULS (Pa) 3700
WATER (Pa) 525

Glazing Details
Single Glazed

4 -12.4mm
Double Glazed 18mm

Acoustic Performance (as Per The
Altitude Sliding Door) Rw (c;c")
6.38mm Laminate 32(-2-2)dB
6.38mm/6/6.38mm IGU 34 (-1,-3) dB

Maximum Recommended Sizes

Height 1800mm
Width 1500mm
Weight 160kg
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ProTilt

High Performance
Awning/Casement Window

ProTilt" High Performance
Awning/Casement Window

Alspec's ProTilt” High Performance Awning and Casement Windows are

ideally suited for suburban housing, multi-unit residential, hotels and

commercial applications.

Key Features

Maximum Product Performance

SLS (Pa) 3500
e Concealed multi-point locking ULS (Pa) 8900
WATER (Pa) 1000
e Superior weather performance ] ]
Glazing Details
e Excellent thermal and acoustic Single Glazed 4-16mm
performance Double Glazed 24 - 28mm
° Seamlessly |nterfaces W|th Acoustic Performance: Rw (c;c")
Alspec’s McArthur Evo and 6.38mm Laminate 33(1-2)d8
. : 6.38mm|[1216.381GU  36(-1,-3 dB
Hunter Evo Commercial Framing
10.38mm Laminate 32(-1,-2)dB
Systems
* Premium Truth scissor action Maximum Recommended Sizes -
ind Casement
winaer Dual Arm With Max height: 2100mm

Technical Specifications
Maximum Recommended Sizes -

Multi-Point Locks

Min height: 900mm

Max width: 1000mm

Min width: 500mm

Max weight: 49kg

Awning : : ‘

Without Multi-Point Max height: Single Arm With Max height: 1800mm
Multi-Point Locks

Locks 1500mm

Min height: 400mm

Max width: 1200mm

Min width: 500mm

Max weight: 80kg

With Multi-Point Locks

Max height: 2000mm

Min height: 900mm

Max width: 1500mm

Min height: 900mm

Max width: 700mm

Min width: 350mm

Max weight: 25kg

Thermal Performance

Min width: 500mm Uw range SG 54-64

Max weight: 130kg SHGC range SG 0.27 -0.49
Uw range DG 39-47
SHGC range DG 0.21-0.45
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Awning &
Casement
Windows

Awning and Casement Windows

Alspec's range of Awning and Casement windows are ideal for suburban

housing, multi-unit residential, hotels and commercial applications.

Key Features

* Integration with a number of
Alspec Commercial Framing
systems by using different
awning adaptors

e Superior weather
performance

e Electric winder option

e With the use of our
Chainwinder adaptor, insect

and security screens can easily
be added from the inside of
the building

Technical Specifications

Frame Dimensions
Option 1 Sash width 30mm
Option 2 Sash width 35mm

Glazing Details 30/35mm

Single Glazed 6mm
4-12mm

Double Glazed 18mm
18-24mm

Maximum Product Performance

35mm

SLS (Pa) 1000
ULS (Pa) 2500
WATER (Pa) 600

Acoustic Performance: Rw (c;c*) 35mm
6.38mm Laminate 33(-1,-2)dB

Thermal Performance 35mm

Uw range SG 59-6.9
SHGC range SG 0.26-0.53
Uw range DG 42-48
SHGC range DG 0.15-0.48

Maximum Recommended Sizes

30/35mm

Height 1100mm
2400mm

Width 1000mm
2100mm

Weight 18kg
35kg

Notes: dependant on hardware. We
technically have no limitation when we put
them on our hook system, which is the most
popular way
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ProGlide '
Minimalist

High Performance Sliding Door

ProGlide Minimalist™ Sliding Door

The ProGlide Minimalist Sliding Door has been inspired by modern European design,

combining clean lines, expansive glass panels, and refined detailing to create a sleek

architectural statement. Its slim profiles maximise natural light and unobstructed views,

while maintaining strength, performance, and durability. Designed to complement both

residential and commercial applications, the ProGlide Minimalist Sliding Door delivers a

perfect balance of contemporary aesthetics and practical functionality.

Key Features

e |Designed in Australia for
Australian conditions

* large panels

e 2 and 3 track options

e Embedded top & bottom rails
e Embedded jamb stile

e Floor to ceiling glazing

e Slim interlock

e Triser hardware

Technical Specifications

Frame Dimensions

Option 1 101 x 50mm
Option 2 151.5x
50mm

Thermal Performance
DG Uw 2.5
DG SHGC 0.23

Glazing Details

Double Glazed 24,28
&30mm

Maximum Recommended Sizes

Height 3500mm
Panel Width 2400mm
Panel Weight 400kg
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THERM [\

THERMALLY BROKEN WINDOW AND DOOR SYSTEMS

ThermAFrame® Range

The ThermAFrame® range features products that have a thermal break
which minimises the transfer of heat and cold through the aluminium

window frame, giving the door excellent insulation properties.

Awning & Casement Window

* Flush Glazed Thermally Broken Framing -
101.6mm and 150mm framing

e Centre Glazed Thermally Broken Framing -
101.6mm and 150mm framing

e 50mm Commercial Door

e Sliding Door
Awning & Flusg Glazed Flusg Glazed Centre Glazed Centre Glazed 50mm Sliding Door
Casement Window  Thermally Broken Thermally Broken  Thermally Broken Thermally Broken ~ Commercial Door
Framing 101.6mm Framing 150mm Framing 101.6mm Framing 150mm
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EVERYTHING § ALUMINIUM
& HARDWARE

SYDNEY

3 Alspec Place

Eastern Creek NSW 2766
Phone: 02 9834 9500
sydney@alspec.com.au

SOUTH AUSTRALIA

1 Pope Court

Beverley SA 5009
Phone: 08 8150 6960
adelaide@alspec.com.au

PERTH

30 Holder Way
Malaga WA 6090
Phone: 08 9209 9100
perth@alspec.com.au

SUNSHINE COAST

4-8 Empire Crescent
Chevallum QLD 4555
Phone: 07 5437 6123
sunshinecoast@alspec.com.au

BUNDABERG

17 Production Street
Svensson Heights QLD 4670
Phone: 07 4111 2000
bundaberg@alspec.com.au

MELBOURNE

26-40 Pound Road West
Dandenong South VIC 3175
Phone: 03 8787 6333
melbourne@alspec.com.au

DARWIN

25 Bishop Street
Woolner NT 0820
Phone: 08 8941 7300
darwin@alspec.com.au

NEWCASTLE

95 Griffiths Road
Lambton NSW 2299
Phone: 02 4952 9111
newcastle@alspec.com.au

TOWNSVILLE

5 - 7 Whitehouse Street
Garbutt QLD 4814
Phone: 07 4447 1300
townsville@alspec.com.au

CARRUM DOWNS

99 Frankston Gardens Drive
Carrum Downs VIC 3201
Phone: 03 9775 1223
carrumdowns@alspec.com.au

1300 ALSPEC (1300 257 732)

alspec.com.au

Printing Disclaimer: This brochure reflects information current as of May 2026.

For the latest updates and product details, please visit alspec.com.au

BRISBANE

8-22 Jutland Street
Loganlea QLD 4131
Phone: 07 3089 4900
brisbane@alspec.com.au

CANBERRA

28 Sheppard Street
Hume ACT 2620

Phone: 02 5134 3300
canberra@alspec.com.au

BRENDALE

24 Doherty Street
Brendale QLD 4500
Phone: 07 3205 9911
brendale@alspec.com.au

CAIRNS

34-38 Hargreaves Street
Edmonton QLD 4869
Phone: 07 4037 6666
cairns@alspec.com.au

ALBURY

12 Fallon Street
Thurgoona NSW 2640
Phone: 02 6038 0090

albury@alspec.com.au

ALUSPACE
Alspec showrooms



